
MODELS & RATINGS  

TH106-A-240S4 2000 W @ 120 V 16.7 A resistive 60 Hz 2 wires / SPST
 4000 W @ 240 V 16.7 A resistive 60 Hz 2 wires / SPST
TH106-A-347S4 5800 W @ 347 V 16.7 A resistive 60 Hz 2 wires / SPST

 (min. 1 A load)
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This high-capacity 
TRIAC thermostat with 
a remote input combines 
unbeatable accuracy and 
silent operation 

SPECIFICATIONS

TEMPERATURE CONTROL
Microprocessor-optimized PIA*
Heating cycles:  20 seconds
Accuracy: ± 0.15°C / 0.27°F
With fan-forced heaters
Heating cycles: 15 minutes
Accuracy: ± 0.5°C / 0.9°F

SWITCHING ACTION 
TRIAC: Silent operation

PROGRAMMING
7-day independent programming, 4 settings/day
Early Start function**
Selectable 12- or 24-hour format / °C or °F

DIMENSIONS (H•W•D)
125 x 127 x 38 mm / 4.9 x 5 x 1.5 inches

* See Q & A section, p. 56 ** See p. 57

INSTALLATION

FEATURES

High-capacity electronic thermostat 
(up to 4000 W @ 240 V )

 
Timeless design complements any room

Ultimate temperature control – the most accurate 
type of thermostat on the market (± 0.15ºC / 0.27ºF)

Remote input enables change of temperature modes 
by phone (telephone controller required, see p. 52)

On-screen heating command indicator gives 
at-a-glance verification of power being sent

2-wire non-polarized connection means fast, 
hassle-free installation

Temporary bypass enables temperature override 
without changing programming

Battery-free backup means no re-programming 
your schedule after power outage

ACCESSORIES

AUBE TELEPHONE CONTROLLER
 See Telephone Controllers section, p. 52

BASEBOARDS & CONVECTORS 

Line Voltage 
20 sec. cycles TH106 Series  

BASEBOARDS, CONVECTORS & FAN-FORCED HEATERS

Programmable

1 year
warranty
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